
APPLICATION:
Apply evenly with a brush or a short pile roller, suitable for 
use with conventional airless spray equipment. Do not 
apply in very damp or humid conditions or extreme 
temperatures.  It is recommended that two coats be 
applied. Thinning to a maximum of 5% fresh water. 

TECHNICAL SPECIFICATIONS
SPREADING CAPACITY: 
Approximately 12 square metres per litre depending upon 
surface texture and porosity. Drying: Surface dry in 2 
hours. Re-coatable after 4 hours under normal drying 
conditions. Clean Up: After use, clean the equipment with 
water.

Cleaning Procedure Of The Painted Surface: 
Cleaning can be done with water and soap water. Do not 
use detergent or bleach for cleaning.

Available from Leading Hardware Stores
Enquiries - 21658855
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Internal Premium Emulsion

5 year mould resistance
easy to clean

low odour
matt

high opacity



Long lasting, durable pure acrylic latex coating formulated with 
new generation stain repellent technology, makes it easy to wash 
away any stains, without damaging the paint. Murisan Extra is 
enriched with a stain beading technology that repels common 
household chemicals and  stains such as coffee, tea, wine, 
ketchup sauce, grass, mud, vegetable oil, lipstick, pencil & water 
based markers. These stains are quickly repelled & with a wet 
cloth, your walls are cleaned back to a new looking surface.

OTHER PRODUCT FEATURES:
• Excellent adhesion to Concrete/Masonry/Plaster/Gypsum Board.
• Self cross-linking technology contributing to anti burnish properties.
• Simple application, single pack, fast drying, by roller or brush
• Extra spreading rate of 16 sqr. metres per litre
• Available in any colour

SURFACE PREPARATION:
The life span and performance of this product are directly related 
to degree of surface preparation. New rendering should be 
completely dry before application. The surface to be coated must 
be clean, and free from all loose material, such as loose paint, 
dust, etc. Murisan Extra is designed as an internal, washable, low 
odour, premium quality matt finish, with long term resistance to 
mould growth (Moffa).. If fungus or algae is present, first treat 
with Berger Murisan Antimoffa and leave for 24 hrs. Then wash 
or scrape away all fungus. If grease is present, clean using mild 
detergent or solvent,  rinse thoroughly to ensure complete 
removal of the grease, detergent or solvent. When painting over 
old coatings, always remove all loose or flaking paint & ensure 
the remaining coatings are adherent tightly before applying 
Murisan Extra. It is advisable to apply one coat of Berger Gypsum 
Primer or Stabilizing Solution for new plaster/gypsum board.

An internal, washable, low odour, 
premium quality matt finish, with five 
year resistance to mould growth (Moffa).

MURISAN EXTRA

Murisan Extra is designed as an internal, washable, 
low odour, non-staining, premium quality matt finish, 
with, in good conditions, a five year resistance to 
mould  (Moffa). Formulated to keep walls fresh & 
clean, ideal for application in rooms with frequent 
use, e.g. corridors, kids’ rooms, living rooms, kitch-
ens, stairways, classrooms, offices, waiting areas, 
etc. Also highly recommended for areas which have 
the tendency to create dampness, e.g. bathrooms & 
kitchens. Tested for anti-microbial activity, & 
conforms to ISO 22196. Murisan Extra resists bacteria 
colonial growth, keeping surfaces hygienic. Murisan 
Extra complies with class ‘O’ for safety regulations 
2000.

resists stains

easy to clean

5 year mould resistant


